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ENGLISH [METRIC]
/3\ SINGLE CONDUCTOR SHIELDED CABLE S1FT +1/-0IN 0.3m *+25mm -Omm
1X (T) . 8 >1 FT-5FT +2/-0 IN >.0.3 m-1.5m +50mm -Omm
TEMP 200 DEG C WIRE RATED 2Y ()0 3 >10 FT - 25FT +6 /-0 IN >3m-7.5m +150mm -Omm
DIAMETER @.074+.006 Q T o >25 FT +5% / -0% >7.5m +5%/-0%
WITHSTANDING VOLTAGE 2000 VAC 7 (1] 6
JACKET WHT PTFE WRAP .005-.010 WALL 1 wl 1 /4\, CABLE, 6-CONDUCTOR, SHIELDED
CONDUCTOR INSULATION EXTRUDED PTFE, NATURAL, @.033 +£.002 nel 4 CONDUCTORS 30 AWG 7/38 SILVER PLATED COPPER
CAPACITANCE (SHIELD TO TEMP RATING +200° C (+392°F)
CONDUCTOR) 32 pF/FT NC| 5
7 VOLTAGE RATING 250 VOLTS
IMPEDANCE S0 OHMS SHIELD SILVER PLATED COPPER BRAID, 90% MIN COVERAGE
INDUCTANCE -80 microH/FT SCHEMATIC JACKET FEP, ORANGE, .006/.015 WALL
SHIELD 38 AWG SILVER PLATED COPPER BRAID,
95% MIN COVERAGE, @.054 NOM DIAMETER ®.111 [2.81mm] NOM / ®.135 [3.43mm] MAX
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TEMPERATURE RATING: -55°C TO 110°C TOTAL RUNGUT WTIN 0 CHK | EM | 06ROM7 9 PIN LEMO, 60058A
Y- TOTAL RUNOUT WITHIN .005.
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