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PROPRIETARY AND GONFIDENTIAL REVISIONS
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01129114 (nA 10745 INITIAL RELEASE
CABLE LENGTH TOLERANCE

<1 FT +1/ -0 lN

>1 FT-5FT +2/ -0 lN

>5FT-10FT +4/ -0 lN
>10 FT - 25FT +6/-0 lN

>25 FT +5% l-o%
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES

DIMENSIONS IN BRACKETS [ ] ARE IN
MILLIMETERS TOLEMNCES ARE:

METRIC
X 10.8
XX r0 25

DECIMALS
.XX t.03
.)üX t.010

ANGLES
11"

DATEAPPROVALS

01110114ORIG LN

(,,4 Lltühr.1CHK

TITLE: OUTLINE/INSTALLATION DWG,
CABLE ASSY, 4-PtN TO (2) BNC,

MODEL 6776A.
APP rì-t t-lt\lt,l DWG NO

127-67764
REV

A
SIZE

B
CAGE CODE

2W033
sHEEr 1 OF 1

THIRD ANGLE PROJECfION

SCALE: 1:1

UNLESS OTHERWISE SPECIFIED;
INTERPRET DIM & TOL PER
ASME Y14 5M - ',1994

REMOVE BURRS
COUNTERSINK INTERNAL THDS
90'TO MAJOR OIA
CHAM EXT THDS 45'TO MINOR DIA
THD LENGTHS AND DEPTHS ARE FOR
MIN FULL THDS
DIMENSIONS APPLY AFTER FINISHING.

ALL MACHINED SURFACÊS.
TOTAL RUNOUT WiTHIN ,OO5

BREAK SHARP EDGES OO5 TO .O1O

MACHINED FILLET RADII .OO5 TO .015
WELDING SYMBOLS PER AWS A2 4
ABBREVIATIONS PER MIL-STD-12

DO NOT SCALE DRAWING

XX 2.OO 8.00

''POWER''
M4.5X 0.35
4-PIN RECEPTACLE

CABLE I.D. LABEL RED
H/S TUB¡NG

A ( Ø.soo

2X BNC CONNECTOR

IL-4
CABLE, 4 CONDUCTOR,

32 AWG, PFA JACKET, WHITE

MOLDED CABLE SPLITTER,
MAT'L: SANTOPRENE

WHITE
H/S TUBING

2X COAXIAL CABLE,
30 AWG, FEP JACKET, WHITE "SIGNAL OUT''

KEYWAY
WHT

SIG OUT PINl-SIGNALOUT
PIN4-GNDRET

POWER

PIN 2 - POWER PrN 3 - N/C

VIEW A-A

SCHEMATIC DIAGRAM SCALE B : 1

2. FOR USE WITH MODEL 77O5A SERIES

/\ pnnr NUMBER: 6776Ð(X, "xx' DENoTES LENGTH tN FEET.

NOTES: UNLESS OTHERWISE SPECIFIED
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