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LN
08130112 JS DVMODEL NUMBER,4\ A 9080 INITIAL RELEASELENGTH

699941.7 20.0 t0.5 (1 .7 FT\ AB
10116113

EM DVB 10474 TEMPERATURE WAS: 900 "F

6999403 36.0 t1.0 (3 FT) JS
12tO2t13

.W K6999405 60.0t3.0 (5 FT) c 1 0602 ZONE 83 (1.50 t38.11) WAS: (3.00 [76.2]

6999408 96.0 t3.0 (8 FT)
6999410 12o.ot3.0 (10 FT)
6999415 180.0t6.0 (15 FT)
6999420 240.0t6.0 (20 FT)

CABLE SPECIFICATIONS

Ø.O12" NOM. , STAINLESS STEELCENTER CONDUCTOR
SILICON DIOXIDIINSULATION

JACKET Ø.062" NOM. , STAINLESS STEEL

INNER SLEEVE BRAIDED, .012" WALL, FIBERGLASS

BRAIDED, .012" WALL, STAINLESS STEELOUTER SLEEVE

ll:- ^--fttE
ilPm+m;;*

UNLESS OTHERW¡SE SPECIFIED:
DII\¡ENSIONS ARE IN INCHES

Dil\4ENSTONS rN BilCKEfS ll ARE lN
[4ILLIIVETERS TOLERANCES ARE:

METRIC
.X r 0.8
XX !0 25

DECIMALS
.XX t.03
.XXX t.010

ANGLES
11 '

APPROVALS DATE

ORIG LN 08128112

CHK JS 08t31112

TITLE: OUTLINE/INSTALLATION DWG,
INSULATED HARDLI NE CABLE,

MODEL 69994
APP DV 09t04112 SIZE

B
CAGE CODE

2W033
DWG NO

127-69994
REV

C
SHEET 1 OF 1

UNLESS OTHERWSE SPECIFIED:
INTERPRET DIM & TOL PER
ASME Y14 5M - ,1994.

REMOVE BURRS
COUNTERSINK INTERNAL THDS
90" TO MAJOR DIA
CHAM EXT THDS 45" TO MINOR DIA
THD LENGTHS AND oeprns ¡ne rbn
MIN FULL THDS
DIMENSIONS APPLY AFTER FINISHING

63/
ALLMAcHTNEDsuR¡nces V
TOTAL RUNOUT WITHIN .005.
BREAK SHARP EDGES OO5 TO O1O,

MAcHTNED FTLLET RAor¡ oos ro oìs.
WELDING SYMBOLS PER AWS A2 4
ABBREVIATIONS PER MIL-STD-12 DO NOT SCALE DRAWING

fHIRD ANGLE PROJECTION

SCALE: NONE SOLIDWORKS

SCHEMATIC DIAGRAM

XX

2Xø.O32
LOCKWIRE HOLES

2X .52 +
113.21 .15 HEX

[3.8]I ø.tt 1

\ t2.81 / 2X .50
112.71

.28 HEX
17.11

2X,/6\ 2X CRIMP FERRULE

1.50
[3s.1]

2X 10-32 UNF-28
CONNECTOR

A
INNER FIBERGLASS SLEEVE ELECTRICALLY ISOLATES
OUTER STAINLESS STEEL SLEEVE FROM CABLE JACKET.

DO NOT BEND CABLE WITHIN INDICATED SECTION ON BOTH ENDS
OF CABLE. DO NOT BEND CABLE WHILE INSTALLED.

5. MINIMUM BEND RADIUS: 1.5 INCH t36.81.

4. MAXIMUM TORQUE: 12 Lb-in.

3. OPERATING TEMPERATURE: 1200'F [649'C] MAX.

HARDLINE COAXIAL CABLE. SEE TABLE FOR SPECIFICATIONS.

PART NUMBER: 6999AXX. "XX" DENOTES LENGTH lN FEET.

NOTES: UNLESS OTHERWISE SPECIFIED
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